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We are the Manufacturer for Copper Bonded Ground Rod and Contract Manufacturing Company for 
other products made from Brass, Copper, Gunmetal, Bronze, Cast Iron, Malleable Iron which can be 
developed, manufactured  and supplied exactly as per customer specifications. 

 
AMIABLE IMPEX is a Joint Venture of our associate manufacturers to professionally distribute the entire 
range of Electrical Fittings and Accessories all over the world. We are one of the leading exporters of a  
wide rangeof: 

 
1.  Ground Rod / EarthRod  

2.  Brass Cable Glands & GlandsAccessories  

3.  Earthing & ElectricalProtection  

4.  Cable Lugs &Terminals  

5.  ConduitAccessories  

6.  Cable Trays &struts  

7.  Copper Braid and all other CopperProducts  

8.  Bimetalliclugs  

9.  Exothermic Weld Powder andAccessories  

10.  Flexible Conduit &EMT  

 

The list of products is exhaustive and being a  dynamic  group  we  are  always  keen  on  
adding new products to our range. As  one  of  India's  most  valuable  and  respected  corporations,  
AMIABLE  IMPEX  have  earned  good  reputation  amongst   our   international   customers   with   its   
Quality Assurance, On time delivery and High CustomerSatisfaction. 

 

To ensure consistent product quality, we work within a quality assurance system that is approved with 

ISO 9001 - 2008 certification. Strict quality checks are carried out at different stages of manufacturing and 
only that material which passes stringent norms finds its way in the market around theGlobe. 

Our customer bases are distributors, wholesalers, electrical contractors and installers, maintenance 
people, government bodies, equipment manufacturersetc... 

 
 
 

We at Amiable Impex will continue to dedicate ourselves and our 
innovative skills for the good of our clients in their search forperfection. 
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PVC Coated Galvanised Flexible Conduit (as per BS 731part) 

Properties - High degree ofsafety 

Colour - Black (Grey on request) Operating Temperature - -15
0
cto+80

0
cConstruction

 -Helicallywound, 
galvanisedsteelcorewithenhancedlowacidPVCcovering.Features -
Highlyflexible&largelyresistancetooil,acidandseawater 
Packing - InSpool 

 

Flexible Steel ConduitElectroGalvanised  

Material - Galvanisedsteel 

Properties -

Strongprotectionforcable,compressionandimpactresistance.TemperatureRange - -50°c 

to+350°c 
Features -Excellentcrush&pullofcharacteristic.Makingitidealforflexing,bending&vibratingapplication. 
Construction -Highlyflexiblesteelconduit offersgoodmechanical protection.Helicallycoiled,Squarelockedtype 

to BS 731:1952 
 

 
Liquid Tight Flexible PVC Coated GalvanisedConduit 

Properties -
Outstandingmechanicalstrengthwithexcellentflexiblecapabilities.Construction -
HelicallywoundgalvanisedsteelcorewithexternalPVCsheathing.Colour - Black 
(Grey onrequest) 

Features - Ideal forapplication where continual flexing and 
vibrationsoccur.Operating Temperature Range - -250c to+1050c 

 
 

Allaboveproductsavailableinmm,inchesareavailableinPG&NPTthreadsonrequests. 

Conduit 
size(mm)  

Size 
Inches  

Std. Packing 
inMtr.  

ProductCode  

12  1/2''  25/30  C02 -FCG -12  

16  5/8ò 25/30  C02 -FCG -16  

20  3/4ñ 25/30  C02 -FCG -20  

25  1ò 25/30  C02 -FCG -25  

32  11/4ñ 15/20  C02 -FCG -32  

40  11/2"  15  C02 -FCG -40  

50  2ò 10  C02 -FCG -50  

 

Conduit 
size(mm)  

Size 

Inches  

Std. Packing 
inMtr.  

ProductCode  

12  1/2''  25/30  C03 -LFPG -12  

16  5/8ò 25/30  C03 -LFPG -16  

20  3/4ñ 25/30  C03 -LFPG -20  

25  1ò 25/30  C03 -LFPG -25  

32  11/4ñ 15/20  C03 -LFPG -32  

40  11/2"  15  C03 -LFPG -40  

50  2ò 10  C03 -LFPG -50  

 

Conduit 

size(mm)  
Size 

Inches  

Std. Packing 

inMtr.  
ProductCode  

12  1/2''  25/30  C01 -PGF  -12  

16  5/8ò 25/30  C01 -PGF  -16  

20  3/4ñ 25/30  C01 -PGF  -20  

25  1ò 25/30  C01 -PGF  -25  

32  11/4ñ 15/20  C01 -PGF  -32  

40  11/2"  15  C01 -PGF  -40  

50  2ò 10  C01 -PGF  -50  
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EMT Type Steel Rigid Conduit Pipe (Electrical Metalic TypeConduit) 
 

Conduit  size(mm)  Size Inches  ProductCode  

12  1/2''  C04 -SRC -12  

16  5/8ò C04 -SRC -16  

20  3/4ñ C04 -SRC -20  

25  1ò C04 -SRC -25  

32  11/4ñ C04 -SRC -32  

40  11/2"  C04 -SRC -40  

50  2ò C04 -SRC -50  

AvailableinGalvanized&Hot DipGalvanized,bothinsideandoutside. 

 
EMT Type PVC Coated Steel Flexible Conduit (As per U.S.Std.) 

 

 
IMC (Inter Mediate MetalConduit) 

(AS PER BS 31 & BS4568) 

AVAILABLE IN HOT DIP GALVANIZED BOTH INSIDE ANDOUTSIDE. 
 

EMT Type Steel FlexibleConduit 

Material - Hot Deep GalvanisedSteel 

Size -1/2òto2ó 
Application -WiringinElevators,Hoist ways&Escalators,LeadsofMotors. 

Conduit 

size(mm)  
Size 

Inches  

Std. Packing 

Length perRoll.  
ProductCode  

12  1/2''  25/30  C06 -ESC -12  

16  5/8ò 25/30  C06 -ESC -16  

20  3/4ñ 25/30  C06 -ESC -20  

25  1ò 25/30  C06 -ESC -25  

32  11/4ñ 15/20  C06 -ESC -32  

40  11/2"  15  C06 -ESC -40  

50  2ò 10  C06 -ESC -50  

Conduit 

size(mm)  
Size 

Inches  

Std. Packing 

inMtr.  
ProductCode  

12  1/2''  25/30  C07 -PSF -12  

16  5/8ò 25/30  C07 -PSF -16  

20  3/4ñ 25/30  C07 -PSF -20  

25  1ò 25/30  C07 -PSF -25  

32  11/4ñ 15/20  C07 -PSF -32  

40  11/2"  15  C07 -PSF -40  

50  2ò 10  C07 -PSF -50  

 

Conduit  size(mm)  Size Inches  ProductCode  

12  1/2''  C05 - IMC -12  

16  5/8ò C05 - IMC -16  

20  3/4ñ C05 - IMC -20  

25  1ò C05 - IMC -25  

32  11/4ñ C05 - IMC -32  

40  11/2"  C05 - IMC -40  

50  2ò C05 - IMC -50  
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PVC Flexible Corrugated Cable Protection Hose Pipe/Metal (OR PVC)Reinforced 
Properties: Smooth Inner surface, flexible, twistable in vertical and axial direction, break proof , weather proof and 

resistant to chemicals, grease, spindle and machinery oils, applicable for protecting installations under any conditions. 

Constructions - Manufactured with hardened PVC spiral and soft PVCWall 
OperatingTemperature range - -5c to+60c 
Colour -Grey 

Bending Radius - 2 x I.D oftube 
 
 

 
 

Flexible Corrugated PVCConduit 

Features -Non-flammable,non-

corrosive,flexibleandeasytoinstall.Timeandmoney saver whenused. 

Material -PVC 
Colour - White orBlack 
Operatingtemperaturerange - -5 c to + 60c 
Properties - Tensile strength: 450-500 kg/cm2, Resistance 

totearing:400kg/cm2Hardness: 950kg/cm2, Di-electric 
strength:40kv/mm 

 

Conduit 

size(mm)  

Std. Packing 

inMtr.  
ProductCode  

12  25/30  C09 -FCC -12  

16  25/30  C09 -FCC -16  

20  25/30  C09 -FCC -20  

25  25/30  C09 -FCC -25  

32  15/20  C09 -FCC -32  

40  15  C09 -FCC -40  

50  10  C09 -FCC -50  

 
 

 
Rigid PVCConduit 

 

Conduit 
size(mm)  

ProductCode  

12  C08 -CHM -12  

16  C08 -CHM -16  

20  C08 -CHM -20  

25  C08 -CHM -25  

32  C08 -CHM -32  

40  C08 -CHM -40  

50  C08 -CHM -50  

 

PlicaTube Stainless Steel FlexibleConduit 
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OnePiece  Adaptor/Connector Brass Female  AdaptorforFlexible Conduit Two PieceAdaptor/Connector 

 
Material  -Brass Material -Brass 

Finish - Brass / NickelPlated Finish - Brass / NickelPlated 

 
 

 
 

Brass Female  AdaptorNickelPlated Box  TypeConnector Swivel TypeConnector 

 
Material-Brass Material -Brass 
Finish - Brass / NickelPlated Finish - Brass / NickelPlated 

 

 

 
 

BrassLockNut Brass StopPlugs 

Material: Brass /Steel 

Size(mm)  Size Inches  ProductCode  

20  3/4ñ C20 -BLN -  LN -20  

25  1ò C20 -BLN -  LN -25  

32  11/4ñ C20 -BLN -  LN -32  

40  11/2"  C20 -BLN -  LN -40  

50  2ò C20 -BLN -  LN -50  

 

BrassMaleBush Brass FemaleBush 

Conduit 
size(mm)  

ProductCode  

12  C14 -OAC -12  

16  C14 -OAC -16  

20  C14 -OAC -20  

25  C14 -OAC -25  

32  C14 -OAC -32  

40  C14 -OAC -40  

50  C14 -OAC -50  

 

Conduit 

size(mm)  
ProductCode  

16  C15 -BFA -16  

20  C15 -BFA -20  

25  C15 -BFA -25  

32  C15 -BFA -32  

40  C15 -BFA -40  

50  C15 -BFA -50  

 

Conduit 

size(mm)  
ProductCode  

12  C16 -TPA -12  

16  C16 -TPA -16  

20  C16 -TPA -20  

25  C16 -TPA -25  

32  C16 -TPA -32  

40  C16 -TPA -40  

50  C16 -TPA -50  

 

Conduit 
size(mm)  

ProductCode  

16  C17 -BFN  -16  

20  C17 -BFN  -20  

25  C17 -BFN  -25  

32  C17 -BFN  -32  

40  C17 -BFN  -40  

50  C17 -BFN  -50  

 

Conduit 

size(mm)  
ProductCode  

12  C18 -BTC -12  

16  C18 -BTC -16  

20  C18 -BTC -20  

25  C18 -BTC -25  

32  C18 -BTC -32  

40  C18 -BTC -40  

50  C18 -BTC -50  

 

Conduit 

size(mm)  
ProductCode  

12  C19 -STC -12  

16  C19 -STC -16  

20  C19 -STC -20  

25  C19 -STC -25  

32  C19 -STC -32  

40  C19 -STC -40  

50  C19 -STC -50  

 

Size 
(mm)  

Product Code 
Small  

Product Code 
Long  

20  C23 -SBMB-20  C23 -LBMB-20  

25  C23 -SBMB-25  C23 -LBMB-25  

32  C23 -SBMB-32  C23 -LBMB-32  

40  C23 -SBMB-40  C23 -LBMB-40  

50  C23 -SBMB-50  C23 -LBMB-50  

 

Size 
(mm)  

Product Code  

20  C22 -BFB-20  

25  C22 -BFB-25  

32  C22 -BFB-32  

40  C22 -BFB-40  

50  C22 -BFB-50  
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Iron & Steel ConduitFittings 
To BS 4568 part 21970 (imperial size to BS 31 1940) CIRCULAR JUNCTION BOXES STANDARD SMALLROUND 

 

 

 

Looping   Box Circular JunctionBoxes 

 
 

Description  Size  Product  

No ClearanceOut  Plain  C31 -LB -1 

1Hole  20mm  C31 -LB -2 

2Hole  20mm  C31 -LB -3 

3Hole  20mm  C31 -LB -4 

4Hole  20mm  C31 -LB -5 

Description  
Sizein  Product  

mm  Code  

Terminal (1way)  20mm  C29 -JB  -1 

25mm  C29 -JB  -2 

BackOutlet  20mm  C29 -JB  -3 

25mm  C29 -JB  -4 

Terminal and Back Outlet (1way)  20mm  C29 -JB  -5 

25mm  C29 -JB  -6 

Through (2way)  20mm  C29 -JB  -7 

25mm  C29 -JB  -8 

Through and Back Outlet (2way)  20mm  C29 -JB  -9 

25mm  C29 -JB  -10  

Angle  (2way)  20mm  C29 -JB  -11  

25mm  C29 -JB  -12  

Angle  and Outlet (2way)  20mm  C29 -JB  -13  

25mm  C29 -JB  -14  

Tangent Through (2way)  20mm  C29 -JB  -15  

25mm  C29 -JB  -16  

Tangent Angle (2way)  20mm  C29 -JB  -17  

25mm  C29 -JB  -18  

Tangent Tee (3way)  20mm  C29 -JB  -19  

25mm  C29 -JB  -20  

Branch  (3way)  20mm  C29 -JB  -21  

25mm  C29 -JB  -22  

Twin Terminal (2way)  20mm  C29 -JB  -23  

25mm  C29 -JB  -24  

Tee (3way)  20mm  C29 -JB  -25  

25mm  C29 -JB  -26  

Tree and Back outlet (3way)  20mm  C29 -JB  -27  

25mm  C29 -JB  -28  

Twin Through (4way)  20mm  C29 -JB  -29  

25mm  C29 -JB  -30  

Intersection (4way)  20mm  C29 -JB  -31  

25mm  C29 -JB  -32  

Intersection and BackOutlet  20mm  C29 -JB  -33  

25mm  C29 -JB  -34  
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Elbows(Solid) Coupler(SolidCoupling) Elbows(Inspection) 

 

   
 
 
 

Bends (Solid)  Saddles Crampets 

Plain Saddles Space BarSaddles 

 
 

   
 
 

HexagonLockNut Nipples Tees(Inspection) 
 

   
 
 

Hook   Plate Hook Circular BoxLid/Cover 

 

   

Type HooksCode 

Circular BoxLid C32-CBLC -1 

 

Size (mm) HooksCode 

20 C46-H -20 

 

Type HooksCode 

Hook Plate /Steel C37-HP -1 

 

Size 
(mm)  

Product Code  

20  C36 -TI -20  

25  C36 -TI -25  

32  C36 -TI -32  

40  C36 -TI -40  

50  C36 -TI -50  

 

Size 
(mm)  

Product Code  

20  C50 -N-20  

25  C50 -N-25  

32  C50 -N-32  

40  C50 -N-40  

50  C50 -N-50  

 

Size 
(mm)  

Product Code  

20  C48 -HLN-20  

25  C48 -HLN-25  

32  C48 -HLN-32  

40  C48 -HLN-40  

50  C48 -HLN-  50  

 

Size 
(mm)  

Product Code  

20  C45 -C-  20  

25  C45 -C-  25  

32  C45 -C-  32  

40  C45 -C-  40  

50  C45 -C-50  

 

Size 
(mm)  

ProductCode 

Plain  

ProductCode 

SpaceBar  

20  C38 -SP-  20  C38 -SS-20  

25  C38 -SP-  25  C38 -SS-25  

32  C38 -SP-  32  C38 -SS-32  

40  C38 -SP-  40  C38 -SS-40  

50  C38 -SP-50  C38 -SS-50  

 

Size 
(mm)  

Product Code  

20  C40 -BS-20  

25  C40 -BS-25  

32  C40 -BS-32  

40  C40 -BS-40  

50  C40 -BS-50  

 

Size 
(mm)  

Product Code  

20  C35 -EI-20  

25  C35 -EI-25  

32  C35 -EI-32  

40  C35 -EI-40  

50  C35 -EI-50  

 

Size 
(mm)  

Product Code  

20  C35 -ES-20  

25  C35 -ES-25  

32  C35 -ES-32  

40  C35 -ES-40  

50  C35 -ES-50  

 

Size 
(mm)  

Product Code  

20  C39 -C-  20  

25  C39 -C-  25  

32  C39 -C-  32  

40  C39 -C-  40  

50  C39 -C-50  
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ConduitUnions 

Lock Ring Cover Distance / HospitalSaddles 
 
 
 
 
 
 
 
 
 
 
 
 
 

Adapter Flanged Coupler Tees(Solid) 

Steel (Zinc Plated). Male /Female Flangedcouplingwillbecomplete 

withBrassBushandleadwasher. 

 
 

 
 
 

. 

 
 
 

TypeChain ProductCode 

StraightLink C44-CU -20 

 
 

P-Clip Reducer 

Size :  Dia- 5mm -25mm 
Material :  Stainless Steel 

andGalvanisedSteelApplication : Used for fixing 

pipes, cables and hoses. Features :  Removable 

Rubber lined in ĂPClips. 

Size 
(mm)  

Product Code  

20  C36 -TS-20  

25  C36 -TS-25  

 

Size ProductCode 

(mm) StainlessSteel GalvanizedSteel 

5 C49-PC -S5 C49-PC -G5 

6 C49-PC -S6 C49-PC -G6 

8 C49-PC -S8 C49-PC -G8 

10 C49-PC -S10 C49-PC -G10 

13 C49-PC -S13 C49-PC -G13 

16 C49-PC -S16 C49-PC -G16 

21 C49-PC -S21 C49-PC -G21 

25 C49-PC -S25 C49-PC -G25 

32 C49-PC -S32 C49-PC -G32 

40 C49-PC -S40 C49-PC -G40 

50 C49-PC -S50 C49-PC -G50 

63 C49-PC -S63 C49-PC -G63 

 

Size(mm) ProductCode 

20 x16 C41-R  -2016 

25 x16 C41-R  -2516 

25 x20 C41-R  -2520 

32 x16 C41-R  -3216 

32 x20 C41-R  -3220 

32x25 C41-R  -3225 

1 1/2" x20 C41-R  -3820 

1 1/2" x25 C41-R  -3825 

1 1/2" x32 C41-R  -3832 

2" x35 C41-R  -5025 

2" x32 C41-R  -5032 

2" x 11/2" C41-R  -5038 

 

Size 
(mm)  

Product Code  

20  C36 -TI -20  

25  C36 -TI -25  

32  C36 -TI -32  

 

Size 
(mm)  

Product Code  

20  C38 -SH-20  

25  C38 -SH-25  

32  C38 -SH-32  

 

Size 
(mm)  

Product Code  

20  C47 -C-  20  

25  C47 -C -25  

 

Size (mm) 
Male xFemale 

ProductCode 

3/4" x20 C43- A -20F 

20 x3/4" C43- A -20M 

1" x25 C43- A -25F 

25 x1" C43- A -25M 

1 1/4" x32 C43- A -32F 

32 x 11/4" C43- A -32M 

 

Size 
(mm)  

Product Code  

20  C34 -FC-  20  

25  C34 -FC-  25  

32  C34 -FC-  32  

40  C34 -FC-  40  

 

mailto:info@amiableimpexindia.com
http://www.amiableimpexindia.com/


AMIABLE IMPEX.Email–info@amiableimpexindia.com 
Mobile:+91-9029533151 Tel.:022-28957101 URL – www.amiableimpexindia.com 

 
Page 13 of16 

 

 

Reducer 
 

 
 

EnlargerAdaptor 
 

 
 

ThreadConvertor 
 

 
 

PGGland 
 

 

 

EMT ïBend 

 

 
 
 

Connectors 
 

 
 

Connectors 
 

 
 

EMT SteelConnector 

 

 

EMT SteelCoupling 

 

 
 

HangerClamp 
 

 
 

EMTïSaddle PanelLocks 
 

 
 

 

Compression Emt 
Connectors 

 

  

 

Set Screw Emt 
Couplings 

 

 
 

Compression Emt 
Couplings 

 

 
 

Rigid 

Elbow-Galvanised 
 

 

Steel RigidLocknuts 
 
 

 

EMT Die ï Cast 
Connectors 

 

 

 

Steel ConduitBoxes 
 

 
 

EMT Die ï Cast 
Coupling 

 

 
 

Channel Nut, 

Screw 

Washer,Fastener  

 

Set Screw Emt 

Connectors 

 

 
 

HoseClamps 

 

 
 

Constant Force 
Springs/RollSprings 

 

 
 

FlexibleConnectors 
 
 

 
 
 

Control PanelSpares 

MS  3PartHinges Neutral Links Hardwares 

with/Without Base &Spares 

Combination 
Couplings 

 

 
 
 

Grounding 
Locknuts -Steel 

 

 
 

BeamClamps 
 

 
 
 

Liquid TightConnectors 

STRAIGHT 
 

 
 

45degree 

 
 

90degree 
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Pre-Galvanised Switch &SocketBoxes Adaptable Boxes (WaterProof) 

With or without brass EarthTerminal ROUND SQUARE 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
MCBBoxes 

Conceal Surface 

 
 
 
 
 
 
 
 

 

EarthingClamps  

Specialfeatures: 

Designed&ManufacturedunderStrictandapprovedqualitycontrolprocedures As 
per BS 951standards. 

Availablein2colours:RedforNon-corrosivedryatmosphereandBlue for 
corrosive humidconditions. 
Availablein3standardBandLengthstosuit 

Pipe diameters of 12mm ð 32mm, 32mm ð 50mm and 50mm ð 75mm 

Available in 2 TerminalSizes: 

AðD for conductors of 2.5mm2-10mm2 and 
A-E for conductors of 2.5mm2-16mm2and 
(A-E being identified by its Blue safetylabel) 

ROUND  SIZE  

50  x50  4ò x 4òx 2ò 

60 x35  4ò x 4òx 3ò 

6ò x 4òx 3ò 80 x40  
6ò x 6òx 3ò 

80 x50  
9ò x 9òx 3ò 

85 x50  
12òx9òx4ò 

 

Size(mm) ProductCode 

3óx3óx16mm(Deep)  C66-PSS -01 

3óx3óx25mm(Deep)  C66-PSS -02 

3óx3óx35mm(Deep)  C66-PSS -03 

3óx6óx25mm(Deep)  C66-PSS -04 

3óx6óx35mm(Deep)  C66-PSS -05 

3óx3óx47mm(Deep)  C66-PSS -06 

3óx6óx47mm(Deep)  C66-PSS -07 

3óx6óx35mm(Deep)  C66-PSS -08 

 

Square  Square  Square  

80 x 80 x40  100X100X70  200 x 155 x80  

80 x 80 x50  150X110X70  240 x 190 x90  

85 x 85 x50  150X150X70  255 x 200 x80  

100 x 100 x50  200X100X70  300 x 220 x120  

 

Plastic BoxesFor 
MCBSize 

1Pole 

2Pole 

4Pole 

6Pole 

 

Size Size 

2WAY 15WAY 

6WAY 18WAY 

8WAY 24WAY 

12WAY 36WAY 
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Stainless Steel CableTies 
 

Type :  RollerBall 

Material : Stainless steel grade 316 (Also Available in 304 onrequest) 

 
Features: 

Selflockingdesignforfast&secureinstallation. 

Smoothinternalsurface,suitableforalltypesof Cable 

Installation. Operating Temperature 80°C to 538°C. 

Tensile loop strengthfor 
4.6mm width - 44.5 kg. /100 Ibs. 

7.9mm width ð 111.2 kg. / 250Ibs. 
Alsoavailableinspecialsizesaspercustomersrequirements. 

 
 
 

PVC ConduitFittings 
(Junction Box, Loop in Box, Adaptable Box, Bends, Elbow, Tee, Inspection Tee,Fan Box, Space Bar 

Saddlestrap,couplers,FemaleadaptorwithBush) 

 

 
Surface Mounting PVC Switch & Socket Boxes 

1 GANG/2GANG,SQUARECORNERWITHBRASS 

THREADS Colour   : WHITE 

 

Type  Product Code  

1Gang  C69 -SPS -1 

2Gang  C69 -SPS -1 
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Factory Address-AMIABLE IMPEX 
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Contact Person - UJJWAL SHAH 
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Long Barrel Tinned Copper Cable TerminalEnd  

Long Barrel Terminal Ends in Copper / Long Barrel CableLugs  

 
We manufacture and export Long Barrel Tinned Copper Cable Terminal End. Our range of Cable Lugs and 

Terminal Ends also includes Long Barrel Cable Lug. We offer Long Barrel Tinned Copper Cable Terminal Ends 

in copper finish of Electro Tinned to BS 18721984. Manufactured under strict quality control and confirm to 

the specification and requirements of ourclients.  

 
Field OfApplications  

Electricity Boards: Generation,Distribution  

Electrical Industries: Control panels, Switch gears, Transformers, Circuitbreakers  
Projects&IndustrialforElectricalapplications:Shipping,Automobile,Steel&Fertilizers,Chemical,Cement and 

Textile, Chemical Electronics, Mining Aeronautics, Satellite andCommunications.  

 
MATERIAL - E-COPPERFINISH

 -
ELECTROTINNEDFEATURES -
WITHINSPECTIONHOLE 

   
 

 
Cablemm2 

Stud 

HoleE 

Dimensions(mm2)  
ProductCode 

A C D B L 

10 -6 6.4 4.7 6.9 11.9 19 35 L04-LBT 10 -6 

10 -8 8.3 4.7 6.9 13.5 19 38 L04-LBT 10 -8 

16 -6 6.4 5.6 7.8 11.9 23 39 L04-LBT 16 -6 

16 -8 8.3 5.6 7.8 13.6 23 42 L04-LBT 16 -8 

25 -8 8.3 7.1 9.5 13.5 29 50 L04-LBT 25 -8 

25 -10 10.5 7.1 9.5 16 29 53 L04-LBT 25 -10 

35 -8 8.3 8.2 11 15.7 30 54 L04-LBT 35 -8 

35 -10 10.5 8.2 11 15.7 30 58 L04-LBT 35 -10 

50 -10 10.5 9.5 12.5 17.9 35 64 L04-LBT 50 -10 

50 -12 13 9.5 12.5 17.9 35 64 L04-LBT 50 -12 

70 -10 10.5 11.5 15 21.5 38 70 L04-LBT 70 -10 

70 -12 13 11.5 15 21.5 38 70 L04-LBT 70 -12 

95 -14 14.5 13.5 17 24.7 43 88 L04-LBT 95 -14 

95 -16 16.5 13.5 17 24.7 43 88 L04-LBT 95 -16 

120 -14 14.5 15.6 20 28.9 49 94 L04-LBT 120 - 14 

120 -16 16.5 15.6 20 28.9 49 94 L04-LBT 120 -16 

150 -14 14.5 16.5 21 30.4 56 102 L04-LBT 150 -14 

150 -16 16.5 16.5 21 30.4 56 102 L04-LBT 150 -16 

185 -14 14.5 18.4 23.6 37 63 113 L04-LBT 18514 

185 -16 16.5 18.4 23.6 37 63 113 L04-LBT 185 -16 

240 -14 14.5 21.2 26.4 41 66 119 L04-LBT 120 -14 



 

 

240 -16 16.5 21.2 26.4 41 66 119 L04-LBT 120 -16 

300 -14 14.5 23.4 28.6 45.6 77 133 L04-LBT 300 -14 

400 -16 16.5 26.8 32.8 50 71.7 140 L04-LBT 400 -16 
 

Other Hole Sizes Available As PerRequest. 

 
FieldNames:  

Long Barrel Tinned Copper Cable Terminal End Lug, Tin copper lug, Tin copper terminal lug, Tin copper 

terminal end, Tin copper cable lug, Tin copper crimping lug, Lug, Tinned copper terminal lug, Tinned copper 

terminal end, Tinned copper cable lug, Copper lugs, Cable lugs, Terminal lug, Terminal end, Cable terminal 

end, Tubular lugs, Tubular cable lugs, Terminal cable lugs, Crimping type lugs, Tin copper crimping lug, Long 

barreltincopperlugs,Longbarreltincopperterminallugs,Longbarreltincopperterminalends,Longbarrel tin 

copper cable lugs, Long barrel tin copper crimping lugs, Tinned copper crimping lugs, Tin copper crimp lug, 

Tin copper crimp terminal end, Tin copper crimp cablelug 

 
 

Our Other products in Cable Lugs & TerminalEnds 
 

S.no  Table OfContent  Pg.no.  

   
 COPPERLUGS 6 

1)  Crimping Type Copper Tubular Cable Terminal Ends -  HeavyDuty  6 

2)  Crimping Type Copper Tubular Cable Terminal Ends -  LightDuty  8 

3)  Crimping Type Copper Tubular Cable Terminal Ends -  BellMouth  9 

4)  Long Barrel Tinned Copper Cable TerminalEnds  10  

5)  High Voltage CopperTerminals -33KV  11  

6)  Tubular Compression CableLugs  12  

7)  2 Hole Extended Palm Lugs With InspectionHole  13  

8)  Tinned Copper Tubular Cable Lugs Without Inspection Hole NSeries  14  

9)  Transformer Copper TerminalEnds  15  

10)  Copper Crimp Lug -  AustralianStandard  16  

11)  Copper Standard Wall Starter TerminalEnds  17  

12)  Tinned Copper Cable Lugs -  SpanishStandard  18  

13)  Circuit BreakerLug  20  

14)  Weak backFerrules  20  

15)  Colour CoatedLugs  21  

16)  Solid Copper ForgingLugs  21  

17)  Long BarrelConnectors  21  

18)  Short BarrelConnectors  22  

19)  Copper In -LineConnectors  22  

20)  Australian StandardConnector  23  

21)  Non Tension Connector Upto33KV  23  

22)  Full Tension Connector Upto36KV  23  

23)  Copper Connector With SolidBarrier  24  

24)  Tinned ScrewSleeve  24  

25)  T -Connectors  24  

26)  Cross -Connectors  24  

27)  Copper Tinned Copper 'C' TypeConnector  25  

28)  Copper Reducer Pin Type TerminalEnds  25  

   



 

 

 ALLUMINIUMLUGS  26  

29)  AluminiumLugs  26  

30)  Bolted AluminiumLugs  27  

31)  Bolted Bi -  MetalLugs  27  

32)  Aluminium ForgingLugs  27  

33)  Aluminium 3 Core Sector CableLugs  28  

34)  Aluminium 3 Core SectorFerrules  28  

35)  Aluminium Lugs with CopperRing  29  

   
 CABLE TERMINAL ENDS -  (Insulated & NonInsulated)  29  

   
 SNAP ON TERMINALS & CORD ENDFERRULS  29  

   
 ALLUMINIUMCONNECTOR  30  

 
36)  

Aluminium Splice For LV & MV (UP TO 30KV) For Similar Cable Cross Sectional 

Areas  

 
30  

37)  Aluminium ThroughConnectors  30  

 
38)  

Aluminium Splice For LV & MV (UP TO 30 KV) For Dissimilar Cable Cross 

SectionalAreas  

 
31  

39)  Bolted AluminiumConnector  31  

   
   
   
 BI -  METALLICLUGS  32  

40)  Aluminium -  Copper BI -MetalTerminals  32  

41)  Pre- Insulated BimetalLug  32  

42)  Special BimetallicLugs  33  

43)  Bimetallic Lugs With CenterPalm  33  

44)  Bimetallic Lugs With ExtendedPalm  33  

   
   
 BI -  METALLICCONNECTORS  

45)  Bi -  MetallicConnector  34  

46)  Aluminium -  Copper BI -  Metal Connector /Splice  34  

   
 SPLIT BOLTCONNECTORS   

47)  Split Bolt Connectors -Round  35  

   
 OTHER COPPER / ALLUMINIUMCONNECTORS   

48)  Mechanical Copper Cable -  Lugs Bolted With 2 Screws & 4Screws  35  

49)  Aluminium Double BarrelConnector  36  

50)  Aluminium Single Barrel Connector, One HoleMount  36  

51)  Aluminium Double Barrel Connector One HoleMount  36  

52)  Copper Solderless Lugs (SLU & SAUType)  37  

53)  Pre- InsulatedSleeve  37  

54)  PG Clamps AL &Bimetallic  37  

55)  Universal CableConnector  37  

56)  Other Range OfConnectors  37  

   
 FLEXIBLECONNECTORS 38  

   
 PRESS CRIMPINGTOOLS  39  
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